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Plan: Ground floor HA
Home Automation

Item Total

Data rack 18RU 600mm deep 1 EA

PIR motion sensor 4 EA

Alarm indoor siren 1 EA

Alarm outdoor siren 1 EA

Access control sider keypad 1 EA

Alarm keypad wire supply and install 1 EA

Alarm panel 1 EA

Ubiquity UDM PRO Controller 1 EA

Ubiquity AP wifi 6 pro 2 EA

IP camera UVC G4 4 EA

IP Intercom 2N Video Door Station Surface Mount Stainless Steel 1 EA

Touch screen 8'' white savant wire supply and install 1 EA

Speaker in-ceiling 6 EA

Door- gararage relay 2 EA

Garage Door reed switch sensor wire supply and install 2 EA

Speaker wall outdoor pair B&W 5'' white wire supply install 2 EA

IR smart control savant wire supply and install 3 EA

Ground floor HA Legend 1 of 1



Plan: FIRST FLOOR HA a
Home Automation

Item Total

Ubiquity AP wifi 6 pro 2 EA

Touch screen 8'' white savant wire supply and install 1 EA

Speaker in-ceiling 4 EA

IR smart control savant wire supply and install 1 EA

FIRST FLOOR HA a Legend 1 of 1



CODE PRODUCT TYPE LOCATION SPECIFICATION SUPPLIER PHOTO

INCP Security Panel Data rack

Built-in web Interface

8 x Universal Zone Inputs - expandable up

to 1024

4 x Auxiliary Relay Outputs - expandable

up to 1024

Manage up to 4 Doors with the Controller –

expandable up to 128

 Manage up to 32 Lift Cars and 96 Lift

Buttons

Connect up to 8 SIFER readers to the

Controller -

expandable up to 256

Connect up to 256 Wiegand readers via

SLAM's on

the RS-485 LAN

RJ45 - 10/100 Ethernet Port

RS-485 Sub-LAN Port

RS-485 Reader-LAN Port

USB Port for connection of WiFi adapter &

T4000 Alarm communicator

Canny  Electrics

PIR Security Sensor

Entry
Side 

Garage
Main hall

Wall to Wall coverage – Superior catch
performance within 12 m x 12 m (40 ft x 40 ft)

coverage area
Pet‑friendly Selectable model available –

optimize installation for pet (20 kg [45 lb]) and
non‑pet applications

Dynamic Temperature Compensation – superior
catch performance in any environment

Flexible Mounting Height, No Adjustments –
reduce installation time and false alarms, improve

catch performance
Self-locking Enclosure with Integrated Bubble

Level – reduce installation time

SECURITY SCHEDULE

Canny  Electrics



CODE PRODUCT TYPE LOCATION SPECIFICATION SUPPLIER PHOTO

ICPINEXP Security Card Security panel Canny Electrics

ICPOUTEXP Security Card Security panel Canny Electrics

ICPCONV Security Card Security panel

Convert data from an Inner Range SIFER Reader
to Wiegand data for a Wiegand Reader input
Convert data from a range of other 3rd party

OSDP Readers to Wiegand data for a Wiegand
Reader input

Canny Electrics

SECURITY SCHEDULE

8 Universal Relay Outputs
Normally Open or Normally Closed outputs per relay
DIP switch addressable first Auxiliary (Relay) 1, 9, 17

or 25
UniBus loop-through connectors
2 LED status / fault indicators

Over-the-Wire firmware upgradable
Integriti 'C' size footprint 94 x 94mm

8 Universal Relay Inputs
Normally Open or Normally Closed outputs per relay
DIP switch addressable first Auxiliary (Relay) 1, 9, 17

or 25
UniBus loop-through connectors
2 LED status / fault indicators

Over-the-Wire firmware upgradable
Integriti 'C' size footprint 94 x 94mm



CODE PRODUCT TYPE LOCATION SPECIFICATION SUPPLIER PHOTO

KEYPD Security keypad Garage

The EliteX OLED keypad is elegantly designed

and features a clear and easy to read OLED

display. Users can use the keypad to perform

typical operations on the Integriti system. This

includes control of security areas, door access,

event activity review and controlling the state of

outputs. Users PIN numbers can also be changed

directly from the keypad.

Canny Electrics

INSR lSecurity siren Inside ceiling

Indoor use with house alarms. It is dustproof and
waterproof.

Voltage range - 7.5 to 15v
Current (approx) - 200mA @ 12v

Canny Electrics

OUTSR Security siren Outside wall Canny Electrics

ACKPAD Access control
Side door next to
main entry door

Canny Electrics

SECURITY SCHEDULE

SIFER Keypads utilise the Mifare DESfire EV1/EV2
card format. 

As SIFER Keypads utilise a superset of the OSDP
protocol, the keypads may also be deployed on any

system capable of using OSDP. 
SIFER Keypads are connected to the RS-485 reader
port for full Reader-In and Reader-Out operation of

various Inner Range products as below.

 Housing material: UV PC/white
Weatherproof Design

Operating voltage: 12-15VDC
Related voltage: 12VDC
Rated current: 380mA

115dB @ 1M Size: 210*130*78mm



CODE PRODUCT TYPE LOCATION SPECIFICATION SUPPLIER PHOTO

AXNVR Recorder Data rack

AXIS S2208 Camera Station Appliance

4TB (1x 4TB), 8ch inc, 8 PoE Ports

Microsoft Windows 10 IoT Enterprise

100-240 VAC, 3.5 A, 50/60 HZ

Operating temperature: 0 - 40 degrees celsius

Dimensions: 330 x 230 x 78mm

Weight: 5.8kg

Canny Electrics

AXCAM Security camera

Front walls
Sides walls
Back walls

Canny Electrics

SECURITY SCHEDULE

AXIS-02328-001 P3265
Excellent image quality in 2 MP

Lightfinder 2.0, Forensic WDR, and Optimized IR
Analytics with deep learning

Built-in cybersecurity features



CODE PRODUCT TYPE LOCATION SPECIFICATION SUPPLIER PHOTO

INTRCM 2N intercom
Main pedestrian

entry

2N Verso-Harder. Better. Faster. Stronger.

The second generation of the world’s best-selling IP intercom

boasts a wide-angle, full-HD camera and a new ARTPEC-7

processor that powers advanced features such as QR code

reading. Enjoy unparalleled modularity, superb image quality

and a wide variety of access methods

Canny Electrics

AXFMT Flushmt
Main pedestrian

entry

Box for installation in the wall, 2 modules. The box is not

used for surface installation.

Opening in walls: 108 (W) x 238 (H) x 45 (D) mm
Canny Electrics

TOUCHSCNBK TCscreen
Upstair & downstairs

walls
Canny Electrics

TOUCHKPD 2N Touch kepyad Main entry door

Capacitive technology
High sensitivity of the touch layer (0.1pF)

Regular automatic calibration (SmartSense Auto-tuning)
Water tolerance (no false touches on a damp surface)

Operating temperature range: -20 to 55 ºC

Canny Electrics

I N T E R C O M  S C H E D U L E

Savant 8” touch screen, mounts in a double gang
Compatible with new or retrofit installations with

Power over Ethernet (PoE) connectivity
Wake up screen configurable to a specific room or

service
Presence sensor to wake the touch screen when a

person approaches
Mountable in portrait or landscape mode



CODE PRODUCT TYPE LOCATION SPECIFICATION SUPPLIER PHOTO

CB Data rack Room next to garage 12RU 600mm Wide x 450mm Deep Wall Mount Canny Electrics

UDMSE Network controller Data rack Canny Electrics

DATA SWITCH Unifi switch Data rack

The USW-24 is a configurable Layer 2 switch with
24 Gigabit Ethernet ports and 2 SFP ports.The
USW-24 features a 1.3" touchscreen, compact
size, and fanless design, the USW-24 switch

offers an extensive suite of advanced Layer 2
switching protocols and features, including

operating mode (switching, mirroring, or
aggregate) per port.

Canny Electrics

AP Access point

Front area
Back area 

Upstair & upstairs
ceiling mounted

Canny Electrics

N E T W O R K  S C H E D U L E

Enterprise-grade, rack-mount UniFi Cloud
Gateway with full UniFi application support, 10

Gbps performance, and an integrated PoE switch.

Unifi  compact, ceiling-mounted WiFi 6 AP
 with 4 spatial streams 

that improves upon 
the U6 Lite with higher performance 

and dual-band WiFi 6 support.
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CT IP Audio amp Data rack

Savant ip amp enables 4 zones of audio

switching: 4 zones of amplification at 50 watts

per channel and 2 zones of pre-amp output (1

RCA and 1 Digital TosLink).

4 Audio inputs (2 analog, 2 digital)

4 IR ports

2 RS-232 ports

Canny Electrics

CSPK In ceiling speaker

Living
2 lounges
Dinning

Masterbedroom

Canny Electrics

AVB AV switch Data rack Canny Electrics

WLLSPK Wall speakers Alfresco

B&W AM-1
Technical features

Nautilus™ tube loaded aluminum dome tweeter
Glassfiber cone bass/midrange

Auxiliary Bass Radiator (ABR)

Canny Electrics

A U D I O  S C H E D U L E

B&W The dark Kevlar® cone of the bass/mid driver
delivers a clean, detailed response, and combines
with the pivoting aluminium tweeter for adjustable
off-axis treble and three-position EQ, to make an

incredibly versatile custom speaker.

Primary Port Speed : 1 Gigabit
Number of Ports : 12 (10x 1G, 2x SFP)

PoE Ports / Budget : 8 PoE+ (30W/port), 125W Budget
IGMP Support : Enhanced (NETGEAR IGMP Plus™)

Jumbo Frame Support : Yes, up to 12kb
Acoustics : Fanless or 30dB@25ºC

Power Consumption : With PoE: 163.9W/559.555Btu/hr; Without PoE:
17.32W/59.13Btu/hr; Standby without any port connection:

8.53W/29.121Btu/hr
AVB Support : Yes. Electronic license required, activation key sent via

email (AVB4212P-10000S)
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RMT IP remote

Lounge1

Lounge2

bedroom

Master bedroom

Canny Electrics

IR IR EMT

Lounge1
Lounge2
bedroom

Master bedroom
Canny Electrics

T V  C O N T R O L  S C H E D U L E

For use with Connecting Blocks and Home
Automation controllers

Round shape, with elegant compact size
Infra-red diode is built-in transparent housing

3 Meter (10 feet) cable length
Self adhesive tapes for quick and easy fixing on

anyhard, clean and dry surface
Connections: tip to signal, ring to ground

Wavelength: 940nm

Savant remote 
Height 1.02 in ( 26 mm)

Diameter 3.54 in (90 mm)
Weight .55 lb (250 g)

WIRELESS CONNECTIVITY
Wi-Fi® (802.11 b/g/n 2.4GHz/5.0GHz)

Phone or tablet with iOS 9 or later, or Android 4.3 or later
WPA, WPA2, WPA + WPA2

ENVIRONMENTAL
Operating Temperature 32° to 104° F (0° 40° C)
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SHS Host Data rack

The host SHR-2000, rack-mountable Smart Host

includes a variety of built-in wired control ports.

Also included is a wealth of environmental control

capability, offering robust support for lighting,

climate, shades and more, up to device limits as

noted in the relevant da Vinci Release ReadMe

for the active Savant runtime software in use.

Canny Electrics

MOD Light controller Mulitple locations Canny Electrics

HC Light controller Data rack

Home Center 3 is the most advanced and
versatile smart home management controller in

the World. Supporting Z-Wave Plus, Zigbee,
Bluetooth LE, WiFi (b/g/n/ a ac) and 433 MHz

wireless standards. A truely modern and reliable
device that will allow full control of your smart

home 

Canny Electrics

LE Light engine Data rack

.
2-Way control of Clipsal C-Bus networks using C-

Gate via a CNI, NAC or SHAC unit.
Cbus PCI (Serial) is not supported.
2-Way control of Dynalite systems.

EnvisionGateway supported.

Canny Electrics

H O M E  A U T O M A T I O N   S C H E D U L E

Single Switch placed in the socket is able to turn
on and monitor an electrical device you choose. It

can also manage most household appliances.
Control a single or two lighting circuit by installing
the FIBARO Single or Double Switch with the light
switch. Single Switches manage a load current of
8A, and Double Switch of 6.5A per channel and

10A overall


	AXIS OPTION.pdf
	Ground floor HA.pdf
	FIRST FLOOR HA a.pdf
	Ground floor HA-legend.pdf
	FIRST FLOOR HA a-legend.pdf
	AXIS OPTION
	Project Quote Description axis.pdf



